ROOF GUTTER\ L
OVERFLOW ROUTE TO - _
EMERGENCY STORAGE — ROO
4" OR 6" PERF. PVC TYPE 1 | —
PIPE (SEE NOTE 2) CATCH
P [————————— === —— BASIN | |
| f— I
: o : Eé [ —
10° MIN. |
L e L —
, INFILTRATION  SAFE OVERFLOWFV 3
10" MIN ENCH TO STREET DRAINAGE g00
SYSTEM WHERE POSSIBLE
id - L]
PLAN VIEW —ROOF =
e e e, >
TR ~ DOWNSPOUT
[0p]
COVER—HERRING BONE 3
GRATE OR EQUAL wvee 1l |1
LXPE 11| | —ToP OF DRAIN PIPE=
6” DIA. CLEAN OUT — A “_"mXOﬁEFL%\A’E),ELEV’ BASIN | £] MAX WSE + 1' MIN.
& OBSERVATION WELL - +0. DRAIN PIPE
4" OR 6" PERF SERD gl
67 MIN: PVC PIPE +/ NEEDED
17 MIN. T N ,, J
6" MIN.
......................... .

5 MIN.

1/2” HARDWARE
CLOTH SCREENING,
BOTTOM ONLY

MIN. EMERGENCY
STORAGE DEPTH

GEOTEXTILE
TOP & BOTTOM

VARIES

5" MIN.

(VARIES PER SETBACK REQUIREMENTS)

PROFILE VIEW

NO SCALE

6" CLEAN-OUT
WITH CAP

COMPACTED
BACKFILL

MAX WSE

R

R
XY

NOTES:

1. TRENCH SHALL NOT BE LOCATED WITHIN 100" OF
A WELL OR 30" FROM ANY PART OF A SEPTIC
SYSTEM.
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2. CENTER PERF. PIPE HORIZONTALLY IN TRENCH.
3. REMOVE SEDIMENT AND FLOATABLES FROM
TYPE 1 CATCH BASIN AT LEAST ANNUALLY.
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